I CLAIM: 



1 . In internally pressurized component, In particular to serve as a high-pressure fuel 
reservoir for fuel injection in internal combustion engines, having a high-pressure fuel 
pump suitable for supplying fuel to the high-pressure fuel reservoir, wherein the high- 
pressure fuel reservoir is comprised of an elongated, tubular body with an internal 
bore and connections to bores for Inflow and outflow, the improvement wherein at 
least one section of the intemally pressurized component (1) has a non-cylindrical 
cross section. 

2. The component according to claim 1 , wherein at least one end region (7, 8) of the 
component (1) has a cylindrical cross section. 

3. The component according to claim 1 , wherein the transition from the non- 
cylindrical cross section to the cylindrical cross section occurs continuously. 

4. The component according to claim 2, wherein the transition from the non- 
cylindrical cross section to the cylindrical cross section occurs continuously. 

5. The component according to claim 1 , wherein at least one end region (7, 8) of the 
component (1 ) comprises an adapter part (9) for accommodating an add-on 
component. 



6. The component according to claim 2, wherein at least one end region (7, 8) of the 
component (1) comprises an adapter part (9) for accommodating an add-on 
component. 

7. The component according to claim 3, wherein at least one end region (7, 8) of the 
component (1) comprises an adapter part (9) for accommodating an add-on 
component. 

8. The component according to claim 4. wherein at least one end region (7, 8) of the 
component (1) comprises an adapter part (9) for accommodating an add-on 
component. 

9. The component according to claim 1 , wherein the adapter part and component 
are of one piece. 

10. The component according to claim 2, wherein the adapter part and component 
are of one piece. 

1 1 . The component according to claim 3, wherein the adapter part and component 
are of one piece. 

12. The component according to claim 5, wherein the adapter part and component 
are of one piece. 
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